
K-RAIN BLUE BATTERY POWERED CONTROLLER INSTALLATION

     MANUFACTURING
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FINISH GRADE1

STANDARD VALVE BOX2

3

IRRIGATION MAINLINE AND FITTINGS
PER SPECIFICATIONS
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K-RAIN PROSERIES 150 VALVE
MODEL 7101
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PVC SCHEDULE 80 T.O.E. NIPPLE6

LATERAL PIPE WITH
PVC SCHEDULE 40 ADAPTER

7

BRICK SUPPORTS (4)8

6" DEPTH OF 3/4" WASHED GRAVEL9

BLUE INSTALLATION
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BLUE-4 BLUETOOTH BATTERY POWERED
CONTROLLER

AVAILABLE MODELS:
· BLUE-1 1 STATION
· BLUE-2 2 STATION
· BLUE-4 4 STATON

NOTE:
· THE BLUE BATTERY CONTROLLED

BLUETOOTH CONTROLLER ONLY
WORKS WITH 9V DC LATCHING
SOLENOID.

· STATION AND COM WIRE COLOR MUST
BE MATCHING SOLENOID WIRE LEADS
COLOR , RED TO RED, BLACK TO BLACK.

· THE BLUE BATTERY CONTROLLED
BLUETOOTH CONTROLLER IS IP68
CERTIFIED, FULLY WATERPROOF
ENCLOSURE INSTALLS RIGHT IN THE
VALVE BOX.

· ONE 9V BATTERY NOT INCLUDED IN THE
PACKAGE
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