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Getting Started
Install the Battery

	fRemove the battery tray on the  
back of the timer by sliding it out.
	f Insert two AA (1.5V) batteries             
(not included) into the tray.
	fSlide the battery tray back in place.
	fReplace the batteries when the  
low battery icon appears.
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Programming the Timer
Set Clock

	fTurn the dial to “SET CLOCK.”
	fThe hour, minutes, and AM/PM will flash 
sequentially.
	fPress the “+” or “–” buttons to adjust the          
flashing numbers to the correct time.
	fHold the button to advance or reverse quickly.

Set Start Time
	fTurn the dial to “SET START TIME.”
	fThe hour, minutes, and AM/PM will flash 
sequentially.
	fPress the “+” or “–” buttons to set the desired 
start time for watering.
	fHold the button to advance or reverse quickly.

Set Duration
	fTurn the dial to “SET DURATION.”
	fSet the watering duration between 1 and 360 
minutes using the “+” and “–” buttons.

Set Run Day
	fTurn the dial to “SET RUN DAY.”
	fSet the watering frequency, choosing either 
every 1-12 hours or every 1-7 days, using the               
“+” and “–” buttons.
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Installing the Timer
Installation

	fAttach the 3/4” threaded nut to an 
outdoor tap.
	fTurn the dial to “AUTO” after programming 
the timer.
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Operating the Timer
Auto Mode

	fAfter setting the clock, start time, duration, 
and run day, turn the dial to “AUTO.” The 
timer will run automatically according to the 
programmed schedule.

Rain Delay
	f In “AUTO” mode, press the “+” button to set 
a rain delay for 1-7 days. The display will 
alternate between showing the current time 
and the remaining hours before the timer 
resumes the programmed cycle. To cancel the 
rain delay, turn the dial to “OFF” and then back 
to “AUTO.”

Manual Watering
	fTo manually water without interrupting the 
scheduled cycle, press the “WATER NOW” 
button.
	fUse the “+” and “–” buttons to set a manual 
watering duration between 1 and 360 minutes.
	fWatering will start within several seconds and 
stop after the set time, while the programmed 
schedule remains unchanged.
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PRO-TAP100
(K-Rain Tap, Irrigation Controller, STD. Hose Thread)

PRO-TAP100-BSP
(K-Rain Tap, Irrigation Controller, BSP)


